FOR TYPE 1 ANCHOR:
3"x 1/2"x 51/2"

1 1/16" DIAM. HOLE

FOR TYPE 2 ANCHOR:
3" x 3/8" x 5 1/2"
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FOR TYPE 2 ANCHOR:
13/16" DIAM. HOLE

ATTACHMENT "A" DETAIL

_—— 13/16" DIAM.

3/4" EXPANSION BOLT

SHIM (SEE NOTE 2)

FOR TYPE 1 ANCHOR:
1 1/16" DIAM. HOLE

FOR TYPE 2 ANCHOR:
13/16" DIAM. HOLE

NOTES

1. Use Type 1 Anchors when a deeper embedment (5 1/2") into the
bridge deck or conc. pavement is permitted by the Engineer.

2. Adjust the location of the Type 1 or Type 2 Anchors to avoid
the main reinforcing in the deck when drilling holes.

¥ 3. Use shims to properly fit the Type 1 or Type 2 Anchors to the
PE 1 12 gORsTYPE 21 ANBCHOR: barrier and roadway surfaces.
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TYPE 2: 3/8 STEEL ANGLE i ‘ 4. After removing Type 1 or Type 2 Anchors, clean the bolt holes
. FOR TYPE 2 ANCHOR: / o © and fill them with grout according to Std. Spec. 6.02.3(20).
| \ 3" x 3" x 3/8" x 8" | : H 5. Remove the Type 3 Anchors by first driving the steel pins down
| STEEL ANGLE | 4" through the barrier further into the pavement to allow lifting the
I~ COR TYPE 1 ANCHOR. // barrier without interference, then remove the pins from the pavement.
T 13/\ 1" EXPANSION BOLT WITH 1 34" T 8 6. After removing Type 3 Anchors, clean the pin holes and fill
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NOTE: THIS PLAN IS NOT A LEGAL ENGINEERING DOCUMENT BUT AN ELECTRONIC DUPLICATE.
THE ORIGINAL, SIGNED BY THE ENGINEER AND APPROVED FOR PUBLICATION, IS KEPT ON FILE
AT THE WASHINGTON STATE DEPARTMENT OF TRANSPORTATION. A COPY MAY BE OBTAINED
UPON REQUEST.
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